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Specification 

Minimum Quantity 

Global Part Number CFWLA455KCFA-B0

Previous Part Number CFWLA455KCFA-B0 

Center Frequency (fo)  

Nominal Center Frequency (fn) 455.0kHz  

3dB Bandwidth  

6dB Bandwidth fn±12.5kHz min. 

Stop Bandwidth fn±24.0kHz max. 

Area of Stop Bandwidth [within 50dB] 

Stop Band Att.(1) 35dB min. 

Area of Stop Band Att.(1) [within fn±100kHz] 

Stop Band Att.(2)  

Area of Stop Band Att.(2)  

Stop Band Att.(3)  

Area of Stop Band Att.(3)  

Insertion Loss 4.0dB max. 

Area of Insertion Loss [at minimum loss point] 

Ripple 3.0dB max. 

Area of Ripple [within fn±8kHz] 

Spurious Response  

Area of Spurious Response  

GDT Deviation  

Area of GDT Deviation  

Absolute GDT  

Area of Absolute GDT  

Input/Output Impedance 1500ohm  

180mm Paper Tape  

180mm Embossed Tape  

330mm Paper Tape  

330mm Embossed Tape  

Bulk Case  

Bulk(Bag)  

Ammo Pack  

320Reel  

Details 

�  Part Numbering  

�  Appearance 

�  Dimensions 

�  Features_and_Applications 

�  Frequency_Characteristics 

�  Spurious_Response 

�  Test_Circuit 

�  Notice_(storage_and_operating_condition) 

�  Packaging 

�  Notice_(handling) 
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Product specifications in this catalog are as of July 2006, 
and are subject to change or obsolescence without notice. 
Please approve our product specifications or transact the approval sheet before ordering. 
Please read rating and !Cautions first. 
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